
FG-220PETRO-GARD

FOOD GRADE HIGH TEMPERATURE 

SYNTHETIC OVEN CHAIN LUBRICANT

KEY FEATURES & BENEFITS

•   Safe for Health & Environment:  Contains no 

known carcinogens, is non-toxic,  and is 

environmental ly f r iendly.

•   Exceptional Wear Protection:  Guards against  

wear,  f r ict ion, rust ,  and corrosion, extending the 

l i fespan of  bear ings, chains,  and equipment.

•   Reduced Carbonization & Oxidation:  Maintains 

opt imal amperage, el iminates chain stretching and 

dragging, thus minimizing energy consumption.

•   Lower Evaporation & Volati l i ty:  Stable at  high 

temperatures, of fer ing longer lubr icat ion intervals,  

reduced lubr icant consumption, and minimal smoke 

with no unpleasant odors.

•   High Flash Point:  With a high f lash point ,  

Petro-Gard FG-220 can be appl ied to hot or cold 

chains dur ing product ion, enhancing product iv i ty 

and reducing maintenance costs.

•   Fire Prevention:  Unl ike lubr icants with low 

f lashpoint  carr iers,  Petro-Gard FG-220 el iminates 

the r isk of  oven f i res,  ensur ing a safe working 

environment for your operat ions.

Petrochem, Inc.
333 North Randal l  Road, St.  Char les,  IL 60174

(630) 513-6350

www.petrochem1.com

info@petrochem1.com

PITA OVENS

RACK OVENS

SPIRAL OVENS

H1

Technical  Data

Exceptional Performance

With Petro-Gard FG-220, you're not just  invest ing 

in a lubr icant;  you're invest ing in peace of  mind, 

rel iabi l i ty,  and the longevi ty of  your equipment.  

Exper ience the di f ference that premium qual i ty 

makes in your operat ions. Trust Petrochem’s best 
performance lubr icant,  Petro-Gard FG-220 for 

unparal le led performance in high-temperature oven 

environments.

Certif ied for Food Safety

NSF H1 Registered (141245) and ISO 220, 

Petro-Gard FG-220 compl ies with USDA 1998 H-1 

guidel ines, ensur ing i ts sui tabi l i ty for  use in food 

processing plants wi th potent ia l  incidental  contact 

wi th food. Meet ing al l  regulatory requirements 

under FDA 21 CFR 178 3570, i t 's  a lubr icant you 

can trust  in cr i t ical  environments.

Approved by Numerous OEMS and Corporations

Updated :  3/2024

-25°C to 315°C (-25°F to 600°F)

Temperature Range:

-25°

TORTILLA OVENS

TUNNEL /  TRAY OVENS

BAGEL /  MUFFIN OVENS

CONTINUOUS CONVEYOR OVENS

ALL FOOD PROCESSING EQUIPMENT



STORAGE & 
   HANDLING PRACTICES

(630) 513-6350

PHYSICAL PROPERTIES TEST METHOD
TYPICAL

SPECIFICATION

ISO Grade

SAE Grade

Viscosity, cSt @ 40°C (104°F)

Viscosity, cSt @ 100°C (212°F)

Viscosity Index

Fire Point, °C (°F)

Flash Point, °C (°F)

Pour Point, °C (°F)

RBOT, min. (150°C)

4-Ball Wear Test, 40 kg, 600 RPM, @ 204°C (400°F),

 1 hr Average wear scar diamerter, mm

4-Ball Wear Test, 40 kg, 1200 RPM, @ 204°C (400°F),

 1 hr Average wear scar diamerter, mm

Evaporation Loss, 6.5 hrs @ 204°C (400°F), %

Evaporation Loss, 24 hrs

Weight Loss, 22 hrs @ 204°C (400°F), %

Weight Loss, 20 hrs @ 260°C (500°F), %

Residue %, 20 hrs, 260°C

Density @ 25°C

Pounds / Gallon

Odor

Appearance

220

50

220

19

95

350 (662°F)

315 (600°F)

-25

1030

0.48

0.58

1.0

5.87%

2.0%

29.0%

14

0.97 @ 25°C

8.1 @ 25°C

Mild

Light Amber Liquid

ASTM D445

ASTM D445

ASTM D445

ASTM D445

ASTM D2270

ASTM D92

ASTM D92

ASTM D97

ASTM D4172

ASTM D4172

ASTM D2595

ASTM D2595

ASTM D972

ASTM D972

ASTM D972

QL4099

TSCA (USA)

EINECS (EU)

DSL (Canada)

AICS (Austrailia)

ECL (Korea)

METI / ENCS (Japan)

IECS (China)

PICCS (Philippines)

NSF Category Code

NSF Registration Number

Incidental Food Contact

H1

141244

Yes

PETRO-GARD®
FG-220

REGULATORY
STATUS

Warehouse in unopened containers at  

ambient condi t ions. Under these 

condit ions, storage l i fe pract ical ly 

indef in i te.  For informat ion on the safe 

handl ing and use of  the product,  refer to 

the Mater ia l  Safety Data Sheet.

For more informat ion and avai labi l i ty,  

cal l  or  emai l :

STORAGE & 
   HANDLING PRACTICES

(630) 513-6350

info@petrochem1.com

*The informat ion contained herein is bel ieved to be accurate but al l  suggest ions are made without Guarantee because the condit ions of  

actual  use are beyond our control .  Petrochem, Inc.  disclaims al l  L iabi l i ty incurred in connect ion with the use of  th is data or suggest ions


